
No Installation Required
Powerful Cooling Effect
Low Running Cost



Design and specifications are subject to change without notice

Operating Conditions : SS-28EJ-8BT and SS-28DJ-8BT can be used between 18°C (50% humidity) - 45°C (40% humidity)  
                                        Other models can be used between 25°C (50% humidity) - 45°C (40% humidity)

Industrial Use
Spot Coolers

Power Consumption Net weight
Electric Cable Length
Drain Tank Capacity
Operating Condition

Power Supply
Cooling Capacity 

Automatic Swivel
Model Number

Dimensions (mm)
Adjustable Air Volume

SS-56EG2-8BT
No

Single Phase 220V, 50Hz
5.6kW / 19,000BTU

-
W490 x D600 x H1120 (Not including Air Ducts)

20L
2m

25°C (50%) – 45°C (40%)

2.80kW 90kg

   SS-56EG2-8BT
250 mm.

36
0 m

m.

1,1
20

 m
m.

600 mm.
490 mm.

     Manual Swivel

Power Consumption
Electric Cable Length
Drain Tank Capacity
Operating Condition

Power Supply
Cooling Capacity 

Automatic Swivel
Model Number

Dimensions (mm)
Adjustable Air Volume

Net Weight

SS-40EG-8BT SS-40DG-8BTⅡ
No Yes

Single Phase 220V, 50Hz
4.0kW / 13,500BTU

2 Speeds
W520 x D470 x H1120 (Not including Air Ducts)

8L
2m

25°C (50%) – 45°C (40%)

1.90kW 73kg

R407C

   SS-40EG-8BTⅡ

Ⅱ

   SS-40DG-8BTⅡ
    Automatic Swivel 

200 mm.
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m.    Manual Swivel
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m.

470 mm.520 mm.

Net weightPower Consumption
Electric Cable Length
Drain Tank Capacity
Operating Condition

Power Supply
Cooling Capacity 
Adjustable Air Volume

Automatic Swivel
Model Number

Dimensions (mm)

SS-28DJ-8BTSS-28EJ-8BT
No Yes

Single Phase 220V, 50Hz
2.8kW / 9,554BTU

2 Speeds
W390 x D430 x H860 (Not including Air Ducts)

5L
2m

18°C (50%) – 45°C (40%)

1.01 kW 42 kg

R410AR407C

R407C

   SS-28EJ-8BT 
     Manual Swivel

   SS-28DJ-8BT 
     Automatic Swivel 

175 mm.
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390 mm. 430 mm.

Power Consumption
Electric Cable Length
Drain Tank Capacity

Net weight

Power Supply

Operating Condition

Cooling Capacity 

Automatic Swivel
Model Number

Dimensions (mm)

SS-22LA-8BT
No

Single Phase 220V, 50 Hz
2.2kW / 7,500BTU

-
W354 x D412 x H1041 (Not including Air Ducts)

5L
2m

25°C (50%) – 45°C (40%)

0.85kW

Adjustable Air Volume

35kg

      SS-22LA-8BT

1,0
41

 m
m.

354 mm. 41
2 m

m.





การปรับขนาดของทอลมรอน / ทอลมเย็น 

สามารถยอ / ขยายไดดวยการหมุน สามารถยืด หดได และปรับทิศทางไดอิสระ

ทอลมรอน/ทอลมเย็น สามารถปรับทิศทางไดอิสระ 
ยืดและหดได  สามารถยอ /ขยายทอได ดวยการหมุน 

แผนกรอง

ฐานยึดขอตอ

หมุนไปทางขวา ทอลมรอน
ขอตอ เดือย

รอยบาก

ขอตอสกรู

สัญลักษณ (∆) 

สัญลักษณ (▼)

การติดตั้งทอลมรอน / ทอลมเย็น
ใสขอตอเขาไปในฐานยึดขอตอ 
โดยรอยตอตรงกับรอยมารกที่ฐานยึด 
หลังจากนั้นหมุนไปดานใดก็ได  

เดือยพลาสติกจะตองตรงกับรอยบาก 
ใสทอเขาไปตรงๆ แลวหมุนไปทางขวา

ใสทอลมเย็นลงไปโดยสังเกตุเดือยพลาสติก

หมุนจนถึงสัญลักษณ (●)
ที่ฐานทอลมรอน จากนั้นหมุนไปดานขวา
(สังเกตุสัญลักษณ (▼) ตองตรงกับ (∆) 
ใสทอลมรอนลงในฐานของทอลมรอน

ปรับทิศทางไดอิสระหมุนได 300 องศา

ทอลมเย็นสามารถปรับทิศทางไดอิสระ

โหมดสวิงอัตโนมัติ

ระยะสวิงอัติโนมัติ

ขนาด Dia. 16mm

**สายยาง ตองสั่งซื้อเพิ่ม

สามารถตอสายยางแทนถังน้ำทิ้งได

จุดตอสายยาง 
(ทอน้ำทิ้ง)

Spot Cooler Accessories

Duct BandCool Air
Extension Duct

(5m)

Exhaust Air
Extension Duct

(4m)

Cool Air
Branch Duct

for SS-28EJ-8BT

Accessories

Heavy Duty
Filter

Oil Mist
Filter



Sorting Work Server Room

Casting Process Assembly Line

Production Line Iron Work

Workshop Warehouse



Official Suiden Distributor
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สินคาอื่นๆของเรา

เกี่ยวกับเรา

          กวา 75 ปที่บริษัทซุยเด็นไดกอตั้งขึ้นตั้งแตป พ.ศ.2490 จนถึงปจจุบันบริษัทมีการ

สรางสรรคและพัฒนาผลิตภัณฑตางๆ ที่ชวยอำนวยความสะดวกสบายในการทำงาน

เราเริ่มตนดวยการผลิตพัดลมที่ออกแบบมาเพื่อชวยระบายความรอนภายในโรงงานในชวง

ฤดูรอน และพัฒนาผลิตภัณฑอื่นๆ เพื่อสรางความทันสมัยใหกับโรงงานอุตสาหกรรม

อาทิเชน เครื่องดูดฝุนที่สามารถดูดไดทั้งเปยกและแหง เครื่องเปาลมรอนสำหรับอบและ

เปาชิ้นงาน แอรเคลื่อนที่เฉพาะจุด เปนตน ผลิตภัณฑที่กลาวขางตนเปนเพียงสวนหนึ่ง

เทานั้น ยังมีผลิตภัณฑซุยเด็นอื่นๆ สำหรับใชในโรงงานอุตสาหกรรมอีกมากมาย


